
         1XC86/A - 1XC44 - 1X575005 - 1x575010

KP 76 EL

                  850 mm

                  2-8 °f

20

20

25

30

25

40

25

53

1 (60) 4 (180)3 (120)2 (90)

Data.  01/10/2021Rev.  00

                  600 mm
                  680 mm

                  67.5 kg 
                400V 3N 50Hz            
                  6650 W

                200-400 kPa

                  400 mm
            400 mm/EURONORM
                 500X500 mm  

 

 

                    2.3 l                
 
                    5.7 l
                   6000 W    
                    85°C
                    16.5 l
                   2700 W
                    55°C
              650 W (340 l/min***) 
     25 W h MAX        0.8 m (40 l/min***) 

61,3±0.7 dB(A)
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draining

DRAIN PIPE  Ø 24mmWATER CONNECTION 3/4"GAS ELECTRICAL SUPPLY

(***) MAXIMUM FLOW RATE
(¹) In case of cold water supply and/or continuous washing, the rinse-water heating process might take more time than usual, until the proper rinse 
temperature is reached. For this reason, the wash-cycle total timing might result longer than set.

TECHNICAL DATA
EXTERNAL DIMENSIONS
  width                 
  depth
  height
WEIGHT
VOLTAGE
POWER REQUIRED
WATER HARDNESS 
INLET WATER PRESSURE
CROCKERY DIMENSIONS
  plates diameter 
  dishes max. height
RACK DIMENSION
RACK EQUIPMENT
WASHING CYCLES        (sec)
WATER SUPPLY 55°C
  racks/h(*)(¹)           
WATER SUPPLY 10°C
  racks/h(*)(¹)   
WATER CONSUMPTION / CYCLE
(water pressure 200kPa)
BOILER CAPACITY
BOILER HEATING ELEMENT
RINSING TEMPERATURE (SET)
TANK CAPACITY
TANK HEATING ELEMENT
TANK TEMPERATURE (SET)
PUMP POWER 
DRAIN PUMP   (optional)
NOISE
(*) STANDARD TERMOSTOP

Approvato PRG

Md.7.2.3.1

   Emesso DOC

DW140EFamiglia

      RENDERLO NOTO A TERZI O A DITTE CONCORRENTI SENZA NOSTRO CONSENSO SCRITTO
      A TERMINE DI LEGGE CI RISERVIAMO LA PROPRIETA' DI QUESTO DISEGNO CON DIVIETO DI RIPRODURLO O DIN.B.

DRAIN PIPE  Ø 24mmTER CONNECTION 3/4"GAS ELECTRICAL



PAGE 1 / 1

(¹) In case of cold water supply and/or continuous washing, the rinse-water heating process might take more time than usual, until the proper rinse 
temperature is reached. For this reason, the wash-cycle total timing might result longer than set.

WATER CONNECTION 3/4"GAS

ELECTRICAL SUPPLY

DRAINING  PIPE Ø 24mm

KP 86 EL PLUS
Rev.  00 Data.  01/09/2021

Approvato PRG

Md.7.2.3.1

   Emesso DOC

DW123EFamiglia

RENDERLO NOTO A TERZI O A DITTE CONCORRENTI SENZA NOSTRO CONSENSO SCRITTO
A TERMINE DI LEGGE CI RISERVIAMO LA PROPRIETA' DI QUESTO DISEGNO CON DIVIETO DI RIPRODURLO O DIN.B.

1120 W (630 l/min***)

190 W (120 l/min***)
63.8 dB(A)

(***) MAXIMUM FLOW RATE 

TECHNICAL DATA
EXTERNAL DIMENSIONS
  width                 
  depth
  height
WEIGHT(basic version)
VOLTAGE
POWER REQUIRED
WATER HARDNESS 
INLET WATER PRESSURE
CROCKERY DIMENSIONS
  plates diameter 
  size allowed
RACK DIMENSIONS
RACK EQUIPMENT
WASHING CYCLES               (sec)
WATER SUPPLY 55°C
  racks/h(*)(¹)           
WATER SUPPLY 10°C
  racks/h(*)(¹)   
WATER CONSUMPTION / CYCLE
BOILER CAPACITY
BOILER HEATING ELEMENT
RINSING TEMPERATURE (SET)
TANK CAPACITY
TANK HEATING ELEMENT
TANK TEMPERATURE (SET)
PUMP POWER
 
DRAIN PUMP   (optional)
NOISE
(*) STANDARD TERMOSTOP

250 W (150 l/min***)RINSING PUMP POWER



 --

 --

----

66,4±0.7 dB(A)

                720 mm
                735 mm
       
                104 kg
              400V 3N 50Hz            
                10490 W     
                 2-8 °F
              200-400 kPa

                410 mm
               600X400 mm
 
      1XC44 - 1XC86/A - 1X11600054
 

                 2.6 l                
                 15 l
                9000 W
                 85°C
                 42 l
                2700 W
                 55°C 
           1490 W (800 l/min***)

25 W (40 l/min***)

1 (50) 2 (90) 3 (120)

72 40 30  20

35 35 30  20

4 (180)

      RENDERLO NOTO A TERZI O A DITTE CONCORRENTI SENZA NOSTRO CONSENSO SCRITTO
      A TERMINE DI LEGGE CI RISERVIAMO LA PROPRIETA' DI QUESTO DISEGNO CON DIVIETO DI RIPRODURLO O DIN.B.

KP 136 EL PLUS
KP 136 EL PLUS LIFT

(***) MIN 130-MAX 200 mm

(*
**

)

19
15

14
4
5

14
05

(*
**

)

64,5

64,5

Ø 9

Ø 9

Ø 9

55,9

120°

91,8

PIEDINO “MARINA”
“MARINA” FOOT

DRAINING  PIPE Ø 28mm

WATER CONNECTION 3/4"GAS

ELECTRICAL SUPPLY

TRAYS EURO-NORM

STACK

DW136PData.  01/01/2023Rev.  00Md.7.2.3.1

Approvato PRG

Md.7.2.3.1

   Emesso DOC

Famiglia

PAGE 1 / 1PAGE 1 / 1

1445/1915(open hood) mm

(¹) In case of cold water supply and/or continuous washing, the rinse-water heating process might take more time than usual, until the proper rinse 
temperature is reached. For this reason, the wash-cycle total timing might result longer than set.

TECHNICAL DATA
EXTERNAL DIMENSIONS
  width                 
  depth
  height
WEIGHT(basic version)
VOLTAGE
POWER REQUIRED
WATER HARDNESS 
INLET WATER PRESSURE
CROCKERY DIMENSIONS
  plates diameter 
  trays max. dimension
RACK DIMENSION
RACK EQUIPMENT
WASHING CYCLES   (sec) 
WATER SUPPLY 55°C
  racks/h(*)(¹)         
WATER SUPPLY 10°C
  racks/h(*)(¹)      
WATER CONSUMPTION / CYCLE
BOILER CAPACITY
BOILER HEATING ELEMENT
RINSING TEMPERATURE (SET)
TANK CAPACITY
TANK HEATING ELEMENT
TANK TEMPERATURE (SET)
PUMPS POWER       washing
DRAIN PUMP   (optional)
NOISE
(*) STANDARD TERMOSTOP          
  
                  

(***) MAXIMUM FLOW RATE

500X500+SPECIAL STEEL RACK 500X600 mm



---- ------------

55 40 30  20

                720 mm
                735 mm
       
                134 kg
              400V 3N 50Hz            
                10490 W     
                 2-8 °F
              200-400 kPa

                410 mm
               600X400 mm
 
      1XC44 - 1XC86/A - 1X11600054
 

                 2.6 l                
                 15 l
                9000 W
                 85°C
                 42 l
                2700 W
                 55°C 
           1490 W (800 l/min***)

25 W (40 l/min***)

1 (50) 2 (90) 3 (120) 4 (180)

      RENDERLO NOTO A TERZI O A DITTE CONCORRENTI SENZA NOSTRO CONSENSO SCRITTO
      A TERMINE DI LEGGE CI RISERVIAMO LA PROPRIETA' DI QUESTO DISEGNO CON DIVIETO DI RIPRODURLO O DIN.B.

--

----

 --

66,4±0.7 dB(A)

(***)

64,5

64,5

Ø 9

Ø 9

Ø 9

55,9

120°

91,8

PIEDINO “MARINA”
“MARINA” FOOT

(***) MIN 135-MAX 200 mm

DRAINING  PIPE Ø 28mm

WATER CONNECTION 3/4"GAS

ELECTRICAL SUPPLY

EXIT AIR 
TEMPERATURE : 

25°C
HUMIDITY: 

60%
AIR FLOW RATE: 

105 m³/h
HEAT RECOVERY PER 

HOUR: 
6 kWh 

(VALUES CALCULATED 
ON THE BASIS OF THE 

SHORTEST CYCLE)

KP 136 EL PLUS HR
KP 136 EL PLUS HR LIFT

Data.  01/01/2023 DW136PRev.  00Md.7.2.3.1

Approvato PRG

Md.7.2.3.1

   Emesso DOC

Famiglia
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2095 mm

(¹) In case of cold water supply and/or continuous washing, the rinse-water heating process might take more time than usual, until the proper rinse 
temperature is reached. For this reason, the wash-cycle total timing might result longer than set.

TECHNICAL DATA
EXTERNAL DIMENSIONS
  width                 
  depth
  height
WEIGHT(basic version)
VOLTAGE
POWER REQUIRED
WATER HARDNESS 
INLET WATER PRESSURE
CROCKERY DIMENSIONS
  plates diameter 
  trays max. dimension
RACK DIMENSION
RACK EQUIPMENT
WASHING CYCLES   (sec) 
WATER SUPPLY 55°C
  racks/h(*)(¹)         
WATER SUPPLY 10°C
  racks/h(*)(¹)      
WATER CONSUMPTION / CYCLE
BOILER CAPACITY
BOILER HEATING ELEMENT
RINSING TEMPERATURE (SET)
TANK CAPACITY
TANK HEATING ELEMENT
TANK TEMPERATURE (SET)
PUMPS POWER       washing
DRAIN PUMP   (optional)
NOISE
(*) STANDARD TERMOSTOP          
  
                  

(***) MAXIMUM FLOW RATE

500X500+SPECIAL STEEL RACK 500X600 mm



---- ------------

55 40 30  20

                720 mm
                735 mm
       
                134 kg
              400V 3N 50Hz            
                10490 W     
                 2-8 °F
              200-400 kPa

                410 mm
               600X400 mm
 
      1XC44 - 1XC86/A - 1X11600054
 

                 2.6 l                
                 15 l
                9000 W
                 85°C
                 42 l
                2700 W
                 55°C 
           1490 W (800 l/min***)

25 W (40 l/min***)

1 (50) 2 (90) 3 (120) 4 (180)

      RENDERLO NOTO A TERZI O A DITTE CONCORRENTI SENZA NOSTRO CONSENSO SCRITTO
      A TERMINE DI LEGGE CI RISERVIAMO LA PROPRIETA' DI QUESTO DISEGNO CON DIVIETO DI RIPRODURLO O DIN.B.

--

----

 --

66,4±0.7 dB(A)

(***)

64,5

64,5

Ø 9

Ø 9

Ø 9

55,9

120°

91,8

PIEDINO “MARINA”
“MARINA” FOOT

(***) MIN 135-MAX 200 mm

DRAINING  PIPE Ø 28mm

WATER CONNECTION 3/4"GAS

ELECTRICAL SUPPLY

EXIT AIR 
TEMPERATURE : 

25°C
HUMIDITY: 

60%
AIR FLOW RATE: 

105 m³/h
HEAT RECOVERY PER 

HOUR: 
6 kWh 

(VALUES CALCULATED 
ON THE BASIS OF THE 

SHORTEST CYCLE)

KP 136 EL PLUS HR
KP 136 EL PLUS HR LIFT

Data.  01/01/2023 DW136PRev.  00Md.7.2.3.1

Approvato PRG

Md.7.2.3.1

   Emesso DOC

Famiglia
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2095 mm

(¹) In case of cold water supply and/or continuous washing, the rinse-water heating process might take more time than usual, until the proper rinse 
temperature is reached. For this reason, the wash-cycle total timing might result longer than set.

TECHNICAL DATA
EXTERNAL DIMENSIONS
  width                 
  depth
  height
WEIGHT(basic version)
VOLTAGE
POWER REQUIRED
WATER HARDNESS 
INLET WATER PRESSURE
CROCKERY DIMENSIONS
  plates diameter 
  trays max. dimension
RACK DIMENSION
RACK EQUIPMENT
WASHING CYCLES   (sec) 
WATER SUPPLY 55°C
  racks/h(*)(¹)         
WATER SUPPLY 10°C
  racks/h(*)(¹)      
WATER CONSUMPTION / CYCLE
BOILER CAPACITY
BOILER HEATING ELEMENT
RINSING TEMPERATURE (SET)
TANK CAPACITY
TANK HEATING ELEMENT
TANK TEMPERATURE (SET)
PUMPS POWER       washing
DRAIN PUMP   (optional)
NOISE
(*) STANDARD TERMOSTOP          
  
                  

(***) MAXIMUM FLOW RATE

500X500+SPECIAL STEEL RACK 500X600 mm



 --

 --

----

66,4±0.7 dB(A)

                720 mm
                735 mm
       
                104 kg
              400V 3N 50Hz            
                10490 W     
                 2-8 °F
              200-400 kPa

                410 mm
               600X400 mm
 
      1XC44 - 1XC86/A - 1X11600054
 

                 2.6 l                
                 15 l
                9000 W
                 85°C
                 42 l
                2700 W
                 55°C 
           1490 W (800 l/min***)

25 W (40 l/min***)

1 (50) 2 (90) 3 (120)

72 40 30  20

35 35 30  20

4 (180)

      RENDERLO NOTO A TERZI O A DITTE CONCORRENTI SENZA NOSTRO CONSENSO SCRITTO
      A TERMINE DI LEGGE CI RISERVIAMO LA PROPRIETA' DI QUESTO DISEGNO CON DIVIETO DI RIPRODURLO O DIN.B.

KP 136 EL PLUS
KP 136 EL PLUS LIFT

(***) MIN 130-MAX 200 mm

(*
**

)

19
15

14
4
5

14
05

(*
**

)

64,5

64,5

Ø 9

Ø 9

Ø 9

55,9

120°

91,8

PIEDINO “MARINA”
“MARINA” FOOT

DRAINING  PIPE Ø 28mm

WATER CONNECTION 3/4"GAS

ELECTRICAL SUPPLY

TRAYS EURO-NORM

STACK

DW136PData.  01/01/2023Rev.  00Md.7.2.3.1

Approvato PRG

Md.7.2.3.1

   Emesso DOC

Famiglia
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1445/1915(open hood) mm

(¹) In case of cold water supply and/or continuous washing, the rinse-water heating process might take more time than usual, until the proper rinse 
temperature is reached. For this reason, the wash-cycle total timing might result longer than set.

TECHNICAL DATA
EXTERNAL DIMENSIONS
  width                 
  depth
  height
WEIGHT(basic version)
VOLTAGE
POWER REQUIRED
WATER HARDNESS 
INLET WATER PRESSURE
CROCKERY DIMENSIONS
  plates diameter 
  trays max. dimension
RACK DIMENSION
RACK EQUIPMENT
WASHING CYCLES   (sec) 
WATER SUPPLY 55°C
  racks/h(*)(¹)         
WATER SUPPLY 10°C
  racks/h(*)(¹)      
WATER CONSUMPTION / CYCLE
BOILER CAPACITY
BOILER HEATING ELEMENT
RINSING TEMPERATURE (SET)
TANK CAPACITY
TANK HEATING ELEMENT
TANK TEMPERATURE (SET)
PUMPS POWER       washing
DRAIN PUMP   (optional)
NOISE
(*) STANDARD TERMOSTOP          
  
                  

(***) MAXIMUM FLOW RATE

500X500+SPECIAL STEEL RACK 500X600 mm



KP 151 EL

8000 W

2000 W (810 L/min  ) 

----

----

***

DW144E

      RENDERLO NOTO A TERZI O A DITTE CONCORRENTI SENZA NOSTRO CONSENSO SCRITTO
      A TERMINE DI LEGGE CI RISERVIAMO LA PROPRIETA' DI QUESTO DISEGNO CON DIVIETO DI RIPRODURLO O DIN.B.

Approvato PRG

Md.7.2.3.1

   Emesso DOC

FamigliaRev.  00 Data.  01/09/2022

(***) MAXIMUM FLOW RATE 

TECHNICAL DATA
EXTERNAL DIMENSIONS
  width                 
  depth
  height
WEIGHT(basic version)
VOLTAGE
POWER REQUIRED
WATER HARDNESS 
INLET WATER PRESSURE
CROCKERY DIMENSIONS
  plates diameter 
  basket max. height
RACK DIMENSIONS
RACK EQUIPMENT
WASHING CYCLES               (min)                                                      
WATER SUPPLY 55°C
  racks/h(*)(¹)           
WATER SUPPLY 10°C
  racks/h(*)(¹)   
WATER CONSUMPTION / CYCLE
(water pressure 200kPa)
BOILER CAPACITY
BOILER HEATING ELEMENT
RINSING TEMPERATURE (SET)
TANK CAPACITY
TANK HEATING ELEMENT
TANK TEMPERATURE (SET)

PUMP POWER 
DRAIN PUMP   (optional)
ACOUSTIC PRESSURE
(*) STANDARD TERMOSTOP  
  
                  

(¹) In case of cold water supply and/or continuous washing, the rinse-water heating process might take more time than usual, until the proper rinse 
temperature is reached. For this reason, the wash-cycle total timing might result longer than set.

PAGE 1 / 1

VENT

190 W (120 L/min***)
63.8 dB(A)

1 (2) 2 (4) 3 (6)

30 15 10 7.5

4 (8)

10 7.5

                  650 mm
                  750 mm

                  110 kg 
                400V 3N 50Hz            

                  2-8 °F
                200-400 kPa

                   ---
                   805 mm
                 550X665 mm  
      1XC86/A - 1XC87/B - 1XC97/A - 1XC100

    

                    4,7 L
   
                    10 L
                   6000 W    
                    85°C
                    35 L
                   2700 W
                    55°C

RINSING PUMP 150 W ( 14 L /min )

13 13

DRAINING  PIPE ( DRAIN PUMP) Ø 28
DRAINING  PIPE Ø 32 - Ø 40

WATER CONNECTION 3/4"GAS

ELECTRICAL SUPPLY
80

5

70

A 105
65

10
56
5 A

15
60

13
0 

m
in

20
0 

m
ax

16
90

51 548 51
650

101 578 71

13
0

70
0

750 476

20
60

A

250
320

325 130

n°4xØ23

1690/2060 (open door) mm



KP 152 EL HR PLUS

8000 W

2000 W (810 l/min  )***

----

--

Rev.  00 DW142EData.  01/09/2022

                  690 mm
                  800 mm

                  165 kg 
               400V 3N 50Hz            

                 < 8 °F
                > 200 µS/cm
                200-400 kPa

                   805 mm
                 550X665 mm  
      1XC86/A - 1XC87/B - 1XC97/A - 1XC100

         

 

                    4,2 l                
                    15 l
                   6000 W    
                    85°C
                    50 l
                   3000 W
                    60°C

190 W (120 l/min***)
250 W (150 l/min***)

63.8 dB(A)

-- -- -- -- --

1 (180) 2 (300) 3 (420) 4 (540)

13 12 8 6,5

PAGE 1 / 1

(***) MAXIMUM FLOW RATE 

TECHNICAL DATA
EXTERNAL DIMENSIONS
  width                 
  depth
  height
WEIGHT(basic version)
VOLTAGE
POWER REQUIRED
WATER HARDNESS 

INLET WATER PRESSURE
CROCKERY DIMENSIONS
  size allowed
RACK DIMENSIONS
RACK EQUIPMENT
WASHING CYCLES               (sec)
WATER SUPPLY 55°C
  racks/h(*)(¹)           
WATER SUPPLY 10°C
  racks/h(*)(¹)   
WATER CONSUMPTION / CYCLE
BOILER CAPACITY
BOILER HEATING ELEMENT
RINSING TEMPERATURE (SET)
TANK CAPACITY
TANK HEATING ELEMENT
TANK TEMPERATURE (SET)
WASHING PUMP POWER
RINSING PUMP POWER
DRAIN PUMP   (optional)
ACOUSTIC PRESSURE
(*) STANDARD TERMOSTOP (CAN NOT BE DISABLED)   
-  STANDARD ENERGY SAVING (CAN NOT BE DISABLED)

(¹) In case of cold water supply and/or continuous washing, the rinse-water heating process might take more time than usual, until the proper rinse 
temperature is reached. For this reason, the wash-cycle total timing might result longer than set.

      RENDERLO NOTO A TERZI O A DITTE CONCORRENTI SENZA NOSTRO CONSENSO SCRITTO
      A TERMINE DI LEGGE CI RISERVIAMO LA PROPRIETA' DI QUESTO DISEGNO CON DIVIETO DI RIPRODURLO O DIN.B.

Approvato PRG

Md.7.2.3.1

   Emesso DOC

Famiglia

WATER CONDUCTIVITY

DRAINING  PIPE ( DRAIN PUMP) Ø 28
DRAINING  PIPE Ø 32 - Ø 40

WATER CONNECTION 3/4"GAS / 10°C

ELECTRICAL SUPPLY

WATER CONNECTION  3/4"GAS / 55°C

NO OSMOTIC WATER

130min
200min

A
A PART.A

A
STACK

RECUPERATOR
EXIT AIR 

TEMPERATURE : 
27°C

HUMIDITY: 
90%

AIR FLOW RATE: 
105 m³/h

RECOVERY PER 
HOUR: 

4,85 kWh 
(VALUES CALCULATED 
ON THE BASE OF THE 

SHORTEST CYCLE)

2165/2270mm (door open) 



KP 152 EL PLUS

8000 W

2000 W (810 l/min  )***

----

--

--

                  690 mm
                  800 mm

                  155 kg 
               400V 3N 50Hz            

                  2-8 °F
                200-400 kPa

                   805 mm
                 550X665 mm  
      1XC86/A - 1XC87/B - 1XC97/A - 1XC100

         

 

                    4,2 l                
                    15 l
                   6000 W    
                    85°C
                    50 l
                   3000 W
                    60°C

190 W (120 l/min***)
250 W (150 l/min***)

63.8 dB(A)

1 (120) 2 (240) 3 (360) 4 (480)

30 15 10 7,5

15 10 7,5

PAGE 1 / 1

(***) MAXIMUM FLOW RATE 

TECHNICAL DATA
EXTERNAL DIMENSIONS
  width                 
  depth
  height
WEIGHT(basic version)
VOLTAGE
POWER REQUIRED
WATER HARDNESS 
INLET WATER PRESSURE
CROCKERY DIMENSIONS
  size allowed
RACK DIMENSIONS
RACK EQUIPMENT
WASHING CYCLES               (sec)
WATER SUPPLY 55°C
  racks/h(*)(¹)           
WATER SUPPLY 10°C
  racks/h(*)(¹)   
WATER CONSUMPTION / CYCLE
BOILER CAPACITY
BOILER HEATING ELEMENT
RINSING TEMPERATURE (SET)
TANK CAPACITY
TANK HEATING ELEMENT
TANK TEMPERATURE (SET)
WASHING PUMP POWER
RINSING PUMP POWER
DRAIN PUMP   (optional)
ACOUSTIC PRESSURE
(*) STANDARD TERMOSTOP (CAN NOT BE DISABLED)   

STACK

-  STANDARD ENERGY SAVING (CAN NOT BE DISABLED)
(¹) In case of cold water supply and/or continuous washing, the rinse-water heating process might take more time than usual, until the proper rinse 
temperature is reached. For this reason, the wash-cycle total timing might result longer than set.

      RENDERLO NOTO A TERZI O A DITTE CONCORRENTI SENZA NOSTRO CONSENSO SCRITTO
      A TERMINE DI LEGGE CI RISERVIAMO LA PROPRIETA' DI QUESTO DISEGNO CON DIVIETO DI RIPRODURLO O DIN.B.

Rev.  00

Approvato PRG

Md.7.2.3.1

   Emesso DOC

DW142EFamigliaData.  01/09/2022

15

1890/2270mm (door open) 

DRAINING  PIPE ( DRAIN PUMP) Ø 28
DRAINING  PIPE Ø 32 - Ø 40

WATER CONNECTION 3/4"GAS

ELECTRICAL SUPPLY

A
A

A

130min
200min

PART.A



KP 202 EL HR PLUS

PAGE 1 / 1

HEAT RECOVERY

TECHNICAL DATA
EXTERNAL DIMENSIONS
  width                 
  depth
  height
WEIGHT(basic version)
VOLTAGE
POWER REQUIRED
WATER HARDNESS 

INLET WATER PRESSURE
CROCKERY DIMENSIONS
  size allowed
RACK DIMENSIONS
RACK EQUIPMENT
WASHING CYCLES               (min)
WATER SUPPLY 10°C
  racks/h(*)(¹)           
WATER CONSUMPTION / CYCLE
BOILER CAPACITY
BOILER HEATING ELEMENT
RINSING TEMPERATURE (SET)
TANK CAPACITY
TANK HEATING ELEMENT
TANK TEMPERATURE (SET)
WASHING PUMP POWER
RINSING PUMP POWER
DRAIN PUMP   (optional)
ACOUSTIC PRESSURE
(*) STANDARD TERMOSTOP

(¹) In case of cold water supply and/or continuous washing, the rinse-water heating process might take more time than usual, until the proper rinse 
temperature is reached. For this reason, the wash-cycle total timing might result longer than set.

(***) MAXIMUM FLOW RATE 

645 mm

DW137E

                   218 kg 

                    15 L

                    82 L

Rev.  00 Data.  01/09/2021

190 W (120 l/min***)

1750 W (800 l/min***) x 2
250 W (150 l/min***)

69,9 dB(A)

1 (4) 2 (7) 3 (10) 4 (13)

15 8 6 4

                   840 mm
                   885 mm
                   2140 mm

                400V 3N 50Hz            
                   12500 W

                 200-400 kPa

                 700x700 mm  
          1XC86/A - 1XC97/A - 1X91100
         

 
                    4,3 L                

                   9000 W    
                    85°C

                   6000 W
                    55°C

      RENDERLO NOTO A TERZI O A DITTE CONCORRENTI SENZA NOSTRO CONSENSO SCRITTO
      A TERMINE DI LEGGE CI RISERVIAMO LA PROPRIETA' DI QUESTO DISEGNO CON DIVIETO DI RIPRODURLO O DIN.B.

Approvato PRG

Md.7.2.3.1

   Emesso DOC

Famiglia

17012012

WATER CONDUCTIVITY                  > 200 µS/cm
                 < 8 °F

PI
ED

IN
O

 “M
AR

IN
A”

“M
AR

IN
A”

 F
O

O
T

120°

Ø 74,4

N°3 fori Ø 9

PIEDINO “MARINA”
“MARINA” FOOT

CHIMNEY

DRAINING  PIPE ( DRAIN PUMP) Ø 28
DRAINING  PIPE Ø 32 - Ø 40

WATER CONNECTION 3/4"GAS / 10°C

ELECTRICAL SUPPLY

WATER CONNECTION  3/4"GAS / 55°C

NO OSMOTIC WATER

EXIT AIR 
TEMPERATURE : 

27°C

HUMIDITY: 
90%

AIR FLOW RATE: 
200 m³/h

RECOVERY PER 
HOUR: 

3,5 kWh 
(VALUES CALCULATED 
ON THE BASE OF THE 

SHORTEST CYCLE)



DRAINING  PIPE ( DRAIN PUMP) Ø 28
DRAINING  PIPE Ø 32 - Ø 40

WATER CONNECTION 3/4"GAS

ELECTRICAL SUPPLY

STACK

PI
ED

IN
O

 “M
AR

IN
A”

“M
AR

IN
A”

 F
O

O
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120°

Ø 74,4

N°3 fori Ø 9

PIEDINO “MARINA”
“MARINA” FOOT

KP 202 EL PLUS

645 mm

DW137E

                    15 L

                    82 L

1800/2035mm ( door open )
202 kg

Rev.  00 Data.  01/09/2021

190 W (120 L/min***)

1750 W (800 L/min***) x 2
250 W (150 L/min***)

69,9 dB(A)

1 (3) 2 (6) 3 (9) 4 (12)

20 10 6 5

20 10 6 5

                  840 mm
                   885 mm
         

                400V 3N 50Hz            
                   12500 W
                   2-8 °F
                 200-400 kPa

                 700x700 mm  
          1XC86/A - 1XC97/A - 1X91100
         

 

                    4,3 L                

                   9000 W    
                    85°C

                   6000 W
                    55°C

      RENDERLO NOTO A TERZI O A DITTE CONCORRENTI SENZA NOSTRO CONSENSO SCRITTO
      A TERMINE DI LEGGE CI RISERVIAMO LA PROPRIETA' DI QUESTO DISEGNO CON DIVIETO DI RIPRODURLO O DIN.B. PAGE 1 / 1

TECHNICAL DATA
EXTERNAL DIMENSIONS
  width                 
  depth
  height
WEIGHT(basic version)
VOLTAGE
POWER REQUIRED
WATER HARDNESS 
INLET WATER PRESSURE
CROCKERY DIMENSIONS
  size allowed
RACK DIMENSIONS
RACK EQUIPMENT
WASHING CYCLES               (min)
WATER SUPPLY 55°C
  racks/h(*)(¹)           
WATER SUPPLY 10°C
  racks/h(*)(¹)   
WATER CONSUMPTION / CYCLE
BOILER CAPACITY
BOILER HEATING ELEMENT
RINSING TEMPERATURE (SET)
TANK CAPACITY
TANK HEATING ELEMENT
TANK TEMPERATURE (SET)
WASHING PUMP POWER
RINSING PUMP POWER
DRAIN PUMP   (optional)
ACOUSTIC PRESSURE
(*) STANDARD TERMOSTOP

(¹) In case of cold water supply and/or continuous washing, the rinse-water heating process might take more time than usual, until the proper rinse 
temperature is reached. For this reason, the wash-cycle total timing might result longer than set.

(***) MAXIMUM FLOW RATE 

Approvato PRG

Md.7.2.3.1

   Emesso DOC

Famiglia



KP 302 EL HR PLUS

                   645 mm

DW138E

240 kg 

                    15 L

                    82 L

Md.7.2.3.1 Data.  01/09/2021Rev.  00

190 W (120 l/min***)

2180 W (810 l/min***) x 2
250 W (150 l/min***)

71,1 dB(A)

1 (4) 2 (7) 3 (10) 4 (13)

15 8 6 4

                  990 mm
                  885 mm
                  2140 mm
 
               400V 3N 50Hz            
                  13360 W
                   < 8 °F

                 200-400 kPa

                 850X725 mm  
           1XC86/A - 1XC97/A - 1X92100
         

 
                    4,3 L                

                   9000 W    
                    85°C

                   6000 W
                    55°C

      RENDERLO NOTO A TERZI O A DITTE CONCORRENTI SENZA NOSTRO CONSENSO SCRITTO
      A TERMINE DI LEGGE CI RISERVIAMO LA PROPRIETA' DI QUESTO DISEGNO CON DIVIETO DI RIPRODURLO O DIN.B.

Approvato PRG

   Emesso DOC

Famiglia

WATER CONDUCTIVITY > 200 µS/cm

HEAT RECOVERY CHIMNEY
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 F
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120°

Ø 74,4

N°3 fori Ø 9

PIEDINO “MARINA”
“MARINA” FOOT

PAGE 1 / 1

TECHNICAL DATA
EXTERNAL DIMENSIONS
  width                 
  depth
  height
WEIGHT(basic version)
VOLTAGE
POWER REQUIRED
WATER HARDNESS 

INLET WATER PRESSURE
CROCKERY DIMENSIONS
  size allowed
RACK DIMENSIONS
RACK EQUIPMENT
WASHING CYCLES               (min)
WATER SUPPLY 10°C
  racks/h(*)(¹)           
WATER CONSUMPTION / CYCLE
BOILER CAPACITY
BOILER HEATING ELEMENT
RINSING TEMPERATURE (SET)
TANK CAPACITY
TANK HEATING ELEMENT
TANK TEMPERATURE (SET)
WASHING PUMP POWER
RINSING PUMP POWER
DRAIN PUMP   (optional)
ACOUSTIC PRESSURE
(*) STANDARD TERMOSTOP

(¹) In case of cold water supply and/or continuous washing, the rinse-water heating process might take more time than usual, until the proper rinse 
temperature is reached. For this reason, the wash-cycle total timing might result longer than set.

(***) MAXIMUM FLOW RATE 

EXIT AIR 
TEMPERATURE : 

27°C

HUMIDITY: 
90%

AIR FLOW RATE: 
200 m³/h

RECOVERY PER 
HOUR: 

3,5 kWh 
(VALUES CALCULATED 
ON THE BASE OF THE 

SHORTEST CYCLE)

DRAINING  PIPE ( DRAIN PUMP) Ø 28
DRAINING  PIPE Ø 32 - Ø 40

WATER CONNECTION 3/4"GAS / 10°C

ELECTRICAL SUPPLY

WATER CONNECTION  3/4"GAS / 55°C

NO OSMOTIC WATER



KP 302 EL PLUS

                   645 mm

DW138E

224 kg 

                    15 L

                    82 L

1800 / 2035mm ( door open )

Md.7.2.3.1 Rev.  00 Data.  01/09/2021

190 W (120 l/min***)

2180 W (810 l/min***) x 2
250 W (150 l/min***)

71,1 dB(A)

1 (3) 2 (6) 3 (9) 4 (12)

20 10 6 5

20 10 6 5

                  990 mm
                  885 mm

               400V 3N 50Hz            
                   13360 W
                   2-8 °F
                200-400 kPa

                 850x725 mm  
          1XC86/A - 1XC97/A - 1X92100
         

 

                    4,3 L                

                   9000 W    
                    85°C

                   6000 W
                    55°C

      RENDERLO NOTO A TERZI O A DITTE CONCORRENTI SENZA NOSTRO CONSENSO SCRITTO
N.B.      A TERMINE DI LEGGE CI RISERVIAMO LA PROPRIETA' DI QUESTO DISEGNO CON DIVIETO DI RIPRODURLO O DI PAGE 1 / 1

TECHNICAL DATA
EXTERNAL DIMENSIONS
  width                 
  depth
  height
WEIGHT(basic version)
VOLTAGE
POWER REQUIRED
WATER HARDNESS 
INLET WATER PRESSURE
CROCKERY DIMENSIONS
  size allowed
RACK DIMENSIONS
RACK EQUIPMENT
WASHING CYCLES               (min)
WATER SUPPLY 55°C
  racks/h(*)(¹)           
WATER SUPPLY 10°C
  racks/h(*)(¹)   
WATER CONSUMPTION / CYCLE
BOILER CAPACITY
BOILER HEATING ELEMENT
RINSING TEMPERATURE (SET)
TANK CAPACITY
TANK HEATING ELEMENT
TANK TEMPERATURE (SET)
WASHING PUMP POWER
RINSING PUMP POWER
DRAIN PUMP   (optional)
ACOUSTIC PRESSURE
(*) STANDARD TERMOSTOP

(¹) In case of cold water supply and/or continuous washing, the rinse-water heating process might take more time than usual, until the proper rinse 
temperature is reached. For this reason, the wash-cycle total timing might result longer than set.

(***) MAXIMUM FLOW RATE 

Approvato PRG

   Emesso DOC

Famiglia
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N°3 fori Ø 9

PIEDINO “MARINA”
“MARINA” FOOT

DRAINING  PIPE ( DRAIN PUMP) Ø 28
DRAINING  PIPE Ø 32 - Ø 40

WATER CONNECTION 3/4"GAS

ELECTRICAL SUPPLY

STACK



KP 402 EL HR PLUS

2307 mm

                  362 kg 

148 L

Md.7.2.3.1 DW139ERev.  00 Data.  01/09/2021

                  1490 mm
                  885 mm

               400V 3N 50Hz            
                  14800 W

                200-400 kPa

                   820 mm
                 1350X725 mm  
           1XC86/A - 1XC97/A - 1X93600
         

 
                    8,6 L                
                    20 L
                   9000 W    
                    85°C

                   9000 W
                    55°C

190 W (120 l/min***)

2900 W (950 l/min***) x 2
250 W (150 l/min***)

71,9 dB(A)

1 (4,5) 2 (7,5) 3 (10,5) 4 (13,5)

13 8 5 4

      RENDERLO NOTO A TERZI O A DITTE CONCORRENTI SENZA NOSTRO CONSENSO SCRITTO
      A TERMINE DI LEGGE CI RISERVIAMO LA PROPRIETA' DI QUESTO DISEGNO CON DIVIETO DI RIPRODURLO O DIN.B.

Approvato PRG

   Emesso DOC

Famiglia

17012012

PAGE 1 / 1

TECHNICAL DATA
EXTERNAL DIMENSIONS
  width                 
  depth
  height
WEIGHT(basic version)
VOLTAGE
POWER REQUIRED
WATER HARDNESS 

INLET WATER PRESSURE
CROCKERY DIMENSIONS
  size allowed
RACK DIMENSIONS
RACK EQUIPMENT
WASHING CYCLES               (min)
WATER SUPPLY 10°C
  racks/h(*)(¹)           
WATER CONSUMPTION / CYCLE
BOILER CAPACITY
BOILER HEATING ELEMENT
RINSING TEMPERATURE (SET)
TANK CAPACITY
TANK HEATING ELEMENT
TANK TEMPERATURE (SET)
WASHING PUMP POWER
RINSING PUMP POWER
DRAIN PUMP   (optional)
ACOUSTIC PRESSURE
(*) STANDARD TERMOSTOP

(¹) In case of cold water supply and/or continuous washing, the rinse-water heating process might take more time than usual, until the proper rinse 
temperature is reached. For this reason, the wash-cycle total timing might result longer than set.

(***) MAXIMUM FLOW RATE 

EXIT AIR 
TEMPERATURE : 

25°C

HUMIDITY: 
75%

AIR FLOW RATE: 
200 m³/h

RECOVERY PER 
HOUR: 
5,5 kWh 

(VALUES CALCULATED 
ON THE BASE OF THE 

SHORTEST CYCLE)

WATER CONDUCTIVITY
                  < 8 °F

> 200 µS/cm

HEAT RECOVERY CHIMNEY

DRAINING  PIPE ( DRAIN PUMP) Ø 28
DRAINING  PIPE Ø 32 - Ø 40

WATER CONNECTION 3/4"GAS / 10°C

ELECTRICAL SUPPLY

WATER CONNECTION  3/4"GAS / 55°C

NO OSMOTIC WATER
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N°3 fori Ø 9
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KP 402 EL PLUS
DW139EData.  01/09/2021Md.7.2.3.1 Rev.  00

                  1490 mm
                  885 mm

                  340 kg 
               400V 3N 50Hz            
                  14800 W
                  2-8 °F
                200-400 kPa

                   820 mm
                 1350x725 mm  
           1XC86/A - 1XC97/A - 1X93600
         

 

                    8,6 L                
                    20 L
                   9000 W    
                    85°C

148 L
                   9000 W
                    55°C

190 W (120 L/min***)

2900 W (950 L/min***) x 2
250 W (150 L/min***)

71,9 dB(A)

1 (3) 2 (6) 3 (9) 4 (12)

20 10 6 5

10 6 5

      RENDERLO NOTO A TERZI O A DITTE CONCORRENTI SENZA NOSTRO CONSENSO SCRITTO
      A TERMINE DI LEGGE CI RISERVIAMO LA PROPRIETA' DI QUESTO DISEGNO CON DIVIETO DI RIPRODURLO O DIN.B. PAGE 1 / 1

TECHNICAL DATA
EXTERNAL DIMENSIONS
  width                 
  depth
  height
WEIGHT(basic version)
VOLTAGE
POWER REQUIRED
WATER HARDNESS 
INLET WATER PRESSURE
CROCKERY DIMENSIONS
  size allowed
RACK DIMENSIONS
RACK EQUIPMENT
WASHING CYCLES               (min)
WATER SUPPLY 55°C
  racks/h(*)(¹)           
WATER SUPPLY 10°C
  racks/h(*)(¹)   
WATER CONSUMPTION / CYCLE
BOILER CAPACITY
BOILER HEATING ELEMENT
RINSING TEMPERATURE (SET)
TANK CAPACITY
TANK HEATING ELEMENT
TANK TEMPERATURE (SET)
WASHING PUMP POWER
RINSING PUMP POWER
DRAIN PUMP   (optional)
ACOUSTIC PRESSURE
(*) STANDARD TERMOSTOP

1970/2295mm (door open) 

(¹) In case of cold water supply and/or continuous washing, the rinse-water heating process might take more time than usual, until the proper rinse 
temperature is reached. For this reason, the wash-cycle total timing might result longer than set.

(***) MAXIMUM FLOW RATE 

Approvato PRG

   Emesso DOC

Famiglia

10

DRAINING  PIPE ( DRAIN PUMP) Ø 28
DRAINING  PIPE Ø 32 - Ø 40

WATER CONNECTION 3/4"GAS

ELECTRICAL SUPPLY

STACK
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